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Attachment 1 - 510 (k) SUMMARY

510(k) summary for NDR+ - DIVA-D

Identification

Applicant NICAL SPA
43 Via Soffredini
Milan (MI), ITALY 20126
Registration Number: 3003314115

Contact Person Mr. Roberto Niccolucci - President
Telephone (applicant) +39 022571110
Designated Agent Mr. Gerald Silverman
in the US 71 Rose Street

Hasting On Hudson, NY 10706
Phone: +1 914 674 1085

Manufacturing site NICAL SPA
43 Via Soffredini
Milan (MI), ITALY 20126

1 Registration Number: 3003314115

Trade name: NDR+/DIVA-D
Common name: Digital image acquisition system
Classification:
The equipment is classified as a class 1I

CFR21- 892.2050: Picture archiving and communication system

CFR21 - 892.1650: Image Intensified Fluoroscopic X-ray system.

Substantial equivalent device: the NDR+/DIVA-D is defined as
Substantially Equivalent (SE) to the INFIMFD Platinum ONE digital image
acquisition system (certified under the name ORION) (K012490).

The following table compares the NDR+/DIVA-D and the predicate device



FEA TURES NICAL (NDR+/DIVA D) INFIMED (Platinum ONE)

The NICAL NDR+ is a digital image The INFIMED Orion Fluoroscopic
acquisition system to be used in imaging system is a high resolution,
conjunction with an image Intensifier digital imaging system designed for
during radiography or fluoroscopy x- digital videography. It is intended to
ray examination to capture images by replace conventional film techniques
a camera, digitalize the image, review in multipurpose or dedicated
images and format images according applications where general
to DICOM 3.0 protocol to be sent fluoroscopy, interventional
through network connection fluoroscopy or angiography or

cardiac imaging procedures are
performed.
The Orion system allows the
operator to view and enhance 1000
line fluoroscopy. High resolution

Intended use digital spot images ( 1024x1024)
may be acquired at single or rapid
acquisition rates. Images may be
viewed and enhanced enabling the
operator to bring out diagnostic
details difficult or impossible to see
using conventional imaging
techniques.

The Orion system enables the
operator to hardcopy image with a
laser printer or send images over a
network. The major system
components include: a fluoroscopic
TV camera, monitors, and an image
processor.

Image Acquisition CCD camera 1024x1024 12 bit CCD camera 1024x1024 12 bit
1024x1024 at 25 fps for FLUORO and Up to 30 fps for FLUORO

Speed Acquisition all radiographic exams acquisition and tip to 15 fps for spot
acquisition

Edge Enhancer Completely hardware in real time Software package

Automatic hardware and software test Automatic system calibration and
Start Up System for each ignition remote system diagnostics

Dynamic recursive filter which

Noise Reduction offering an automatic noise/bluring Standard iecursive filter
optimization effect it gives zero
persistence
Up to 36000 frames with matrix
1024x1024.
All the images are stored directly from NA
the C(CD camera head without any
kind of edge enhanceement and digital

compression.
All the images stored in the system can Brightness/contrast polarity
be elaborated in order to modify the enhancement. M easurement and

Post Processirg windowing, the gray scale, the zooml, annotation package
Working the annotation package, the edge

enhancement and the noise reduction
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Real time mask subtraction, road Real time mask subtraction, road
mapping, land marking, pixel shift mapping, land marking, percent
function, auto loop replay, injector Stenosis vascular package, auto loop
synchronization, automatic or manual replay, injector synchronization.
possibility to change the mask, maxop
function and stepping angio
Thumbnail image viewing with the

Multi Image possibility to choose the first image for Thumbnail image viewing
every run or the 50% of the run.

DICOM Functions Full DICOM 3.0 integrated Full DICOM 3.0 integrated
When DICOM network is not
available in the site installation, it is

Laser Interface possible to send the images to a laser NA
printer using the protocol P831 or
P859

Interface Commands Flat keyboard with waterproof surface Standard pc keyboard + standard pc
mouse

Indication for use.

The indication for use of the NDR+/DIVA-D is: DIGITAL IMAGE
ACQUISITION SYSTEM TO BE USED IN CONJUCTION WITH AN
IMAGE INTESIFIER DURING RADIOGRAPHY OR
FLUOROSCOPY X-RAY EXAMINATION TO CAPTURE IMAGES
BY A CAMERA, DIGITALIZE THE IMAGE, REVIEW IMAGES
AND FORMAT IMAGES ACCORDING TO DICOM PROTOCOL
TO BE SENT THROUGH NETWORK CONNECTION
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